
MINUTE MAN ANCHORS

PART NUMBER DESCRIPTION
LP-1284 50" with 4" Double Disc Tank Anchor
LP-1346 36" with 4" and 6" Disc Tank Anchor
LP-1349 36" Cross Drive Tank Anchor - *Fuel Tank Use
LP-1350 48" Cross Drive Tank Anchor - * Fuel Tank Use
LP-1450 10" Wet Concrete Tank Anchor
LP-2391 Double Tension Head Dry Set Concrete Anchor with Lag Bolt

TANK ANCHORING AND STABILIZATION SYSTEMS

TANK ANCHORS

Minute Man Anchors, Inc. provides new and innovative anchoring system products. Outstanding Minute Man Anchors, Inc. provides new and innovative anchoring system products. Outstanding 
quality, service and price has made Minute Man the benchmark in the anchoring industry.quality, service and price has made Minute Man the benchmark in the anchoring industry.

• LP-2375 - galvanized strapping (2 ea.)
• LP-2382 - vinyl strap sheathing (2 ea.)
• LP-1346 - 36" auger anchors (4 ea.)
• LP-2005 - strap bolts and nuts (4 ea.)

Photo shown with components (sold separately):

LP-2391 Dry set concrete anchor with double tension 
head and expansion lag bolt. 

LP-1349 and LP-1350 Rock cross drive anchors, sizes 
available include 36" or 48". *Fuel tank use only.

LP-1450 10" wet set concrete slab tank anchor

• LP-2365 - coated sling with 2 sheathed straps (1 ea.)
• LP-2375 - galvanized strapping (1 ea.)
• LP-1346 - 36" auger anchors (2 ea.)
• LP-2005 - strap bolts and nuts (4 ea.)

Photo shown with components (sold separately):

LP-1284 Double tension head anchor, 50" long, 3/4" 
diameter with double 4" discs.
LP-1346 Double tension head anchor, 36" long, 3/4" 
diameter with a 4" and a 6" disc.
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STRAPPING, SHEATHING AND BOLTS

INSTALLATION EQUIPMENT

PART NUMBER DESCRIPTION
LP-2730 Drive Machine
LP-2741 Drive Machine Adapter

• 1/2 HP motor
• 11.8 rpms
• 120 volt, 60 cycle, 9 amps
• On/off switch
• Forward/reverse

LP-2730 Electric Drive Machine LP-2741 The Drive Machine Adapter attaches 
to the Electric Drive Machine and fits over the 
Tension Head Anchors. Adapter dimensions are 
designed to fit Minute Man brand anchors and 
may not fit over other brands of anchor heads.

PART NUMBER DESCRIPTION
LP-2365 Upright Tank Sling
LP-2005 Split Bolt with Nut for Tank Anchor - Each
LP-2375 Galvanized Anchor Strap 100' Roll
LP-2382 Sheathing Strap 150' Roll

LP-2005 Strap bolt and nut 
are used in conjunction with 
the tension head on the 
anchors. 

LP-2375 Galvanized strap 
is fed through the bolt and 
twisted around to tension 
down the strap.

LP-2382 Sheathing covers 
galvanized strap to protect 
the tank.

LP-2365 Coated sling with 2 
sheathed straps for upright 
tank anchoring. 


